Gas Strength and Tightness Testing 


(Non Domestic) 


Enter Company Gas Safe Registration Number #256. 


CUSTOMER DETAILS 
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Tel No_ 


Contract Number 


Indicate work undertaken: il Test Instrument 


Type (water/elec ate) 


Serial No If appicadlo 


TIGHTNESS TEST DETAILS 


Tested To FPCPA or TPGPAA tick as apropriate 


Gas type Natural Gas (NG) Liquefied Petroleum Gas (LPG} ‘Test medium - air, nitrogen, water (hydroste) 


Installation - New (N} - New extension (NE) - Existing, (E) 


Stabilisation pariod (minutes) 


Could weather/changes In tomporaturo affect tost? Yos/No 


Meter type (Diaphragm, Rotary etc) {N/A f meter not included in test) 


Strength test duration (STD) (minutes) 


Permitted pressure drop (% STP) 


Meter designation (U16, U40, P7 etc) (N/A if meter not Inciuded in test) Calculated pressure drop (mbar/bar} 


Pressure bypass installed if applicable (Yes/Mo/NA) FINDINGS 


Actual pressure drop (mbar/dar) 


Gas moter volume (m*) 


installation volume plpewark and fittings (m?} Strength test Pass or Fail 


taliation volume tota! (m’) 


DECLARATION OF GAS SAFETY -| confirm that all of the above work descsibed 
on this form has been satisfactorily completed in accordance with the current 


Test medium - fuel gas, air 


Tightness tost pressure (TTP) mbar/bar 


Gauge GRM 


Pressure gauge type (water, high SG, electronic etc) 


Maximum permitted leak rate (MPLR) m'/h 


Maximum Permitted pressure drop (mbar) 


bt 


Attention: Where additional safety checks have been necessary to ensure the 
gas system is safe, the responsible person has been informed and has 
accepted the results. The installations has been left operational. 


Responsible Person's Signature 


Lotby tost poriod (minutes) 


Stabilisation period {minutes) 


Tightness test duration (TD) (minutes) 


Any inadequately vontilaled areas to check? Yes/No 


Is barometric pressure corroction necessary? Yos/No 


FINDINGS 


details of which are listed on & grate Warning/ Advice Notice. 


Actuat pressure dyop (If any) mbar 


Engineers Signature 


Actual 


iK rate m3/hr 


Print Name 


Have inadequately ventilated areas been checked? Yes/NA 


Responsible Person's Signature 


Tightness tost Pass or Fail 


Copies : WHITE - Customer Copy YELLOW -Site Copy PINK - Office Copy GREEN - Engineer's Copy 
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